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Lead2pass 2017 September New CompTIA N10-006 Exam Dumps! 100% Free Download! 100% Pass Guaranteed! Are you
struggling for the N10-006 exam? Good news, Lead2pass CompTIA technical experts have collected all the questions and answers
which are updated to cover the knowledge points and enhance candidates' abilities. We offer the latest N10-006 PDF and VCE
dumps with new version VCE player for free download, and the new N10-006 dump ensures your N10-006 exam 100% pass.
Following questions and answers are all new published by CompTIA Official Exam Center:
https://www.lead2pass.com/n10-006.html QUESTION 376A new WAP is configured to only use 802.11g with SSID broadcasts
enabled. The encryption is set to WPA and the key is given to the user. A user near the WAP is using a laptop equipped with a 5GHz
wireless card and is not able to see the SSID. Which of the following is the problem? A. LatencyB. Incorrect encryption typeC.
EUI-64D. Incompatible hardwareAnswer: D QUESTION 377A network technician has determined a managed network switch has
failed. The technician knows how to install a new switch, but not how to properly configure it. Which of the following
troubleshooting steps should the technician take NEXT? A. Escalate the problemB. Identify potential effectsC. Test the theory
to determine causeD. Establish a plan of action to resolve the problem Answer: A QUESTION 378Which of the following should
be installed to prevent inappropriate websites from being viewed? A. Load balancerB. VPN concentratorC. Content filterD.
Proxy server Answer: C QUESTION 379Which of the following tools would a technician use to terminate CAT6 wires to the inside
of the wall jack? A. Toner probeB. Cable testerC. Punch downD. Crimper Answer: C QUESTION 380A technician can
increase the bandwidth of an 802.11n cell by: A. doubling the channel width.B. enabling diversity.C. disabling MIMO.D.
adding a second access point. Answer: A QUESTION 381Which of the following is a requirement for bridging with 802.11a? A.
WPA encryptionB. Governmental licensesC. High gain yagi antennasD. Clear line of sight Answer: D QUESTION 382Which
of the following technologies can change channel widths? A. 802.11aB. 802.11bC. 802.11nD. Bluetooth Answer: C
QUESTION 383Which of the following is a common LAN protocol used for a SOHO? A. ATMB. DSLC. EthernetD. HDLC
Answer: C QUESTION 384Which of the following tools could attempt to detect operating system vulnerabilities? A. nslookupB.
honeynetC. netstatD. nessus Answer: D QUESTION 385A company has one public IP address, and only one device needs to be
able to connect to the Internet at a time. Which of the following is the BEST option for connectivity? A. VLSMB. CIDRC.
NATD. PAT Answer: C QUESTION 386An IP address assigned from a DHCP server is said to be which of the following? A.
HybridB. DynamicC. SecureD. Static Answer: B QUESTION 387A technician needs to setup an Internet connection for a
small office. There are five users that need the ability to use email and do online research. The office manager wants the connection
to be always on and be as inexpensive as possible. Which of the following would BEST fit the needs of this office? A. Broadband
B. T1C. Frame RelayD. Satellite Answer: A QUESTION 388The network technician needs to install fiber cabling to connect
two buildings less than 984 feet (300 meters) apart. Which of the following fiber types should be installed? A. SinglemodeB.
MultimodeC. CrossoverD. F-Connector Answer: B QUESTION 389Which of the following protocols does DNS utilize on port
53? A. TCPB. FTPC. RTPD. ICMP Answer: A QUESTION 390At which of the following layers do IP addresses exist? A.
TCP/IP model Internet layerB. OSI model Data Link layerC. TCP/IP model Transport layerD. OSI model Physical layer
Answer: A QUESTION 391A network technician has a RADIUS server IP address that must be included as part of the security
settings for a WAP. Which of the following encryption types should the technician select? A. WPA enterpriseB. TKIPC.
WPA2 CCMPD. WEP 128-bit Answer: A QUESTION 392Which of the following reside at a minimum of Layer 3 of the OSI
model? (Select TWO). A. HubB. SwitchC. MAC addressD. IP addressE. Router Answer: DE QUESTION 393A network
administrator wants to add the firewall rule to allow SSH traffic to the FTP server with the assigned IP 192.168.0.15 from the
Internet. Which of the following is the correct firewall rule? A. Allow ANY to 192.168.0.15 port 21B. Allow ANY to
192.168.0.15 port 22C. Allow ANY to 192.168.0.15 port 80D. Allow ANY to ANY port ANY Answer: B QUESTION 394
Which of the following should be mitigated by employing proper coding techniques when developing software? A. Distributed
denial of service attacksB. Buffer overflowsC. War drivingD. Packet sniffing Answer: B QUESTION 395Which two layers of
the OSI model make up the TCP/IP model Network Interface layer? A. Application and TransportB. Transport and SessionC.
Physical and Data LinkD. Session and Presentation Answer: C QUESTION 396Which of the following types of connectors is used
with a CAT6 Ethernet cable? A. RJ-45B. BNCC. RJ-11D. DB-9 Answer: A QUESTION 397Users are reporting a large
decrease in network performance. After further investigation, the network administrator notices large amounts of traffic coming
from a specific IP address. The network administrator needs to identify the payload of the network traffic. Which of the following
could be used to collect that information? A. ipconfigB. pingC. snifferD. route Answer: C QUESTION 398A technician

Output as PDF file has been powered by [ Universal Post Manager ] plugin from www.ProfProjects.com

| Page 1/2 |

This page was exported from - New Lead2pass Dumps PDF Version Released For Free Downloading
Export date: Mon Aug 19 16:15:41 2019 / +0000 GMT

needs to install network device in a SOHO network. The office requires 9 wired workstations to share and print data. Which of the
following can the technician use? A. A 12 port unmanaged switch.B. A wired router with an 8 port switch and a WAN port.C.
A wireless router with an 8 port switch, and a WAN port.D. A 8 port firewall with one console port. Answer: A QUESTION 399
Which of the following source ports is MOST likely to be used by a client when making an outbound TCP connection to a windows
server? A. 80B. 445C. 3000D. 3389 Answer: C QUESTION 400A technician receives a work order that a user can no longer
access any external websites. The user is the only one affected, but can still access websites by IP address. Which of the following is
the MOST likely cause? A. The workstation has been removed from the domain and needs to be re-added in directory services.B.
The workstation is configured to use the IPv4 protocol instead of IPv6.C. The workstation is configured with an incorrect IP
address of the DNS server.D. The workstation's DHCP IP address has expired and has assigned itself an APIPA address. Answer:
C More free Lead2pass N10-006 exam new questions on Google Drive:
https://drive.google.com/open?id=0B3Syig5i8gpDVzI0bUdJdU1ESkk We ensure our new version N10-006 PDF and VCE dumps
are 100% valid for passing exam, because Lead2pass is the top IT certification study training materials vendor. Many candidates
have passed exam with the help of Lead2pass's VCE or PDF dumps. Lead2pass will update the study materials timely to make them
be consistent with the current exam. Download the free demo on Lead2pass, you can pass the exam easily. 2017 CompTIA
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